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QUINT  ASSEMBLY GLOVE 

    
    

Applications    

• Assembly works on dry parts   

 

• Mechanical engineering  

• Automotive  

• Maintenance  

• Logistics and warehousing  

Specifications  

• Very flexible and soft PU coating  

• Ideal for optimal flexibility and continuous wear  

• High breathability  

• High dexterity, very good fitting  

• Secure grip and good tactile sensitivity  

    

Description 
   

Technology 13 gauge knitted glove with palm coating   

Liner Polyamide   

Liner colour Blue   

Coating material PU   

Coating colour Blue   

Type of cuff Knitted   

Total length (mm) 220-270 (tolerance +/- 5mm)   

Sizes 6 to 12   

Packaging 12 pairs / bag - 12 bags / box - 144 pairs / box   

    

Certifications - Category II / EU-2016/425 Regulation   
 

Mechanical risks 
EN388:2016 

3131X  Cut protection 
ISO 13997 

X 

Thermal risks 
EN407:2004 

-  Cold protection 
EN511:2016 

- 

Electrostatic properties: 
EN16350:2014 

-  Others - 

    

EU-Type examination certificate N° : 00228/111/1/2024 – (VIPO 2369)  

    

EU-Conformity Declaration: Available under www.artus-group.com  
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